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In order to monitor the tunnel performance of Meteo-40 data loggers in the fi eld, you can use Connection Log with 
AmmonitOR. Connection Log displays all tunnel connections of your data logger - 24/7. You can easily detect con-
nection errors or modem failures, e.g. your data logger is not accessible via Ammonit tunnel. It is not necessary to 
upload measurement data to AmmonitOR for monitoring the tunnel performance. You can individually decide on 
which server your measurement data should be uploaded - independent from AmmonitOR.

 Benefi t from these Connection Log features:

Monitoring tunnel activities of Meteo-40 data loggers

AmmonitOR - Connection Log 

 • Convenient monitoring of online periods
Using Connection Log, you can monitor all tunnel connec-
tions of your data logger 24/7. According to the displayed 
online periods, you can work out when the data logger is 
scheduled to be online, e.g., to access the logger for con-
fi guration purposes.

 • Effectively detect connection errors
In the Meteo-40 web interface you confi gure when your 
data logger should be accessible via tunnel. All online 
periods are displayed in Connection Log. Missing online 
periods can indicate, e.g., modem errors or problems with 
the power supply.

 • No measurement data required to display Connection Log
Connection Log and data monitoring are two separate fea-
tures of AmmonitOR. Both features have to be separately 
confi gured. If you do not wish to upload measurement data 
to AmmonitOR, you can use your own server for data moni-
toring and AmmonitOR to monitor the online activities of 
your data loggers.

Requirements:
• AmmonitOR account
• Meteo-40 data logger
• Ammonit tunnel (remote access)
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AmmonitOR - Connection Log 

Confi guring the Connection Log on your Meteo-40 and in AmmonitOR

In order to use Connection Log, you need an active AmmonitOR account and the Project key displayed in your Am-
monitOR project. Note: Connection Log only works with Meteo-40 data loggers.

 Confi guring Connection Log in AmmonitOR

Copyright Ammonit 2013©

AmmonitOR
Log into your AmmonitOR account. Note down the 
Project key displayed in the project to which the 
data logger should be assigned to. Or create a new 
project.

Meteo-40 Data Logger
Log into the Meteo-40 web interface and go to Online 
in menu Communication. Enter the Project key in the 
appropriate fi eld. Save your confi guration.

*The Project key is used to assign data logger information to the 
corresponding AmmonitOR project.

 Optional: Confi guring Data Monitoring in AmmonitOR

AmmonitOR
If you want to monitor measurement data in Am-
monitOR, you have to confi gure your data logger to 
upload measurement data to AmmonitOR. To do so, 
log into your AmmonitOR account and note down 
the Project key displayed in the project to which the 
data logger should be assigned to. Or create a new 
project.

Meteo-40 Data Logger
Log into the Meteo-40 web interface and go to FTP/
SCP in menu Communication. Select AmmonitOR 
as the upload method and enter the Project key 
displayed in your AmmonitOR project. Save your 
confi guration.
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